Table of the intended uses :
	User category
	Wood category
	Wood product
	Application aim & field of use
	Method of application*
	Rates
	Target organisms
	Primary** packaging 
	Secondary packaging (if necessary)

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


*Precise if a top coat is required. If need be, indicate for the topcoat, the type, the application rate and the number of layers required
**In support, the submission of a technical sheet and photo of the primary packaging will be appreciated
How to fulfill the table of intended uses:
For each column, a list of choices is presented in the annex 1 of this document. For the columns highlighted in grey, please use only one value per line. For the columns not highlighted in grey, it is allowed to put several values.
Please note that for superficial treatments, the application rate should be expressed in g/m² of the analytical zone and for penetrative applications, the application rate should be expressed in kg/m3 of the analytical zone. Please specify if the rate is expressed in product or in 100% active ingredient
In the annex 2, is presented an example of table fulfilled with a fictive product

Annex 1 :
· User category
	User category

	Non professional / general public

	Professional

	Professional (industrial)


· Wood category :

	Wood category

	Softwood

	Hardwood


· Wood product :
	Wood product

	Solid wood

	Panels

	Plywood panels

	OSB panels

	Particles panels

	Fibers panels


· Application aim and field of use :
	Kind of treatment

	Temporary preventive treatment / logs

	Temporary preventive treatment / green sawn timber

	Preventive treatment / blue stain in service

	Preventive treatment-use class 

	Curative treatment / wood in service

	Other ( for e.g. pole maintenance)


· Use class:

	Field of uses

	Use class 1

	Use class 2

	Use class 3.1

	Use class 3.2

	Use class 4.1

	Use class 4.2

	Use class 5


· Method of application
	Method of application 

	Superficial application / brush treatment 

	Superficial application / spray treatment 

	Superficial application / flow coat /aspersion 

	Superficial application / foam treatment 

	Superficial application / dipping treatment 

	Injection 

	Pressure process

	Pressure process / vacuum impregnation

	Pressure process / double vacuum

	Fumigation

	Fumigation bubble

	Pole in services fumigation

	Mixing with glue and mortar

	Diffusion

	Solid pellets

	Pole Bandage

	Other application methods


· Target organisms

	Common English term
	Target organisms according to EN 1001

	Fungi
	

	Wood rotting Basidiomycetes
	

	
	Brown rot fungi

	
	White rot fungi

	Soft rot fungi
	Soft rot fungi

	Wood discoloring fungi


	
	Sapstain fungi (bluestain mainly)

	
	Bluestain in service

	
	Mould fungi

	Insects
	

	         Beetles
	Wood boring beetles

	
	Fresh wood insect

	
	House longhorn beetle

	
	Common furniture beetle

	
	Powder post beetles

	        Termites
	Termites (genus claimed)

	
	Subterranean termites (genus claimed)

	
	Drywood termites (genus claimed)

	
	Tree termites (genus claimed)

	Wood destroying marine organisms
	Marine borers (genus claimed)

	
	Mussels

	
	Crustaceans


· Primary packaging:
	Primary packaging

	Type: bulk or individual wrapping

	Nature: barrel, bucket, bottle, sachet…

	Material of each layer if relevant: paper, polyethylene, polyethylene/polyamide/polyethylene, steel+coating (epoxy)… 

	Size :  volume, size of block ...


· Secondary packaging:
	Secondary packaging

	Nature: barrel, bucket, bottle, sachet…

	Material for each layer if relevant: paper, polyethylene, polyethylene/polyamide/polyethylene, steel+coating (epoxy)… 

	Size :  volume, size...


Annex 2 :

	User category
	Wood category
	Wood product
	Application aim & field of use
	Method of application*
	Rates of the analytical zone
	Target organisms
	Primary packaging
	Secondary packaging (if necessary)

	Professional

	Soft wood and hard wood
	Solid wood
	Preventive treatment use class 2, 3 and 4
	Superficial application / dipping treatment 

Top coat required
	UC 2: 120g/m²

UC3 (coated) 100- 160g/m²
	Wood boring beetles

Termites (genus reticulitermes)

Brown rot fungi

White rot fungi

Soft rot fungi
	Type : individual wrapping
Nature : sachet

Materiel: polyethylene

Size: 200 mL, 1 L
	Card board box with plastic lining, 5 L, 10 L

	Professional (industrial)
	Soft wood and hard wood
	Solid wood
	Preventive treatment use class 2, 3 and 4
	Pressure process / vacuum impregnation
	UC2 : 30 kg/m3
UC3 : 40- 70 kg/m3
UC4 (softwood) : 80-150 kg/m3
UC4 (hardwood) : 100 – 150 kg/m3
	Wood boring beetles

Termites (genus reticulitermes)

Brown rot fungi

White rot fungi

Soft rot fungi
	Type : bulk

Nature : barrel

Materiel : steel + coating

Size : 5 L, 10 L, 50 L
	Non applicable


